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§1915.36

shall be insulated. Staging shall be
erected in a manner which ensures that
it is non-sparking.

(7) Only explosion proof lights, ap-
proved by the Underwriters’ Labora-
tories for use in Class I, Group D
atmospheres, or approved as permis-
sible by the Mine Safety and Health
Administration or the U.S. Coast
Guard, shall be used.

(8) A competent person shall inspect
all power and lighting cables to ensure
that the insulation is in excellent con-
dition, free of all cracks and worn
spots, that there are no connections
within fifty (560) feet of the operation,
that lines are not overloaded, and that
they are suspended with sufficient
slack to prevent undue stress or chaf-
ing.

(9) The face, eyes, head, hands, and
all other exposed parts of the bodies of
employees handling such highly vola-
tile paints shall be protected. All foot-
wear shall be non-sparking, such as
rubbers, rubber boots or rubber soled
shoes without nails. Coveralls or other
outer clothing shall be of cotton. Rub-
ber, rather than plastic, gloves shall be
used because of the danger of static
sparks.

(10) No matches, lighted cigarettes,
cigars, or pipes, and no cigarette light-
ers or ferrous articles shall be taken
into the area where work is being done.

(11) All solvent drums taken into the
compartment shall be placed on non-
ferrous surfaces and shall be grounded
to the vessel. Metallic contact shall be
maintained between containers and
drums when materials are being trans-
ferred from one to another.

(12) Spray guns, paint pots, and me-
tallic parts of connecting tubing shall
be electrically bonded, and the bonded
assembly shall be grounded to the ves-
sel.

(13) All employees continuously in a
compartment in which such painting is
being performed shall be protected by
air line respirators in accordance with
the requirements of subpart I of this
part and by suitable protective cloth-
ing. Employees entering such compart-
ments for a limited time shall be pro-
tected by filter cartridge type res-
pirators in accordance with the re-
quirements of subpart I of this part.
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(14) All employees doing exterior
paint spraying with such paints shall
be protected by suitable filter car-
tridge type respirators in accordance
with the requirements of subpart I of
this part and by suitable protective
clothing.

[47 FR 16986, Apr. 20, 1982, as amended at 61
FR 26351, May 24, 1996; 67 FR 44541, July 3,
2002]

§1915.36 Flammable liquids.

(a) In all cases when liquid solvents,
paint and preservative removers,
paints or vehicles, other than those
covered by §1915.35(b), are capable of
producing a flammable atmosphere
under the conditions of use, the fol-
lowing precautions shall be taken:

(1) Smoking, open flames, arcs and
spark-producing equipment shall be
prohibited in the area.

(2) Ventilation shall be provided in
sufficient quantities to keep the con-
centration of vapors below ten (10) per-
cent of their lower explosive limit. Fre-
quent tests shall be made by a com-
petent person to ascertain the con-
centration.

(3) Scrapings and rags soaked with
these materials shall be kept in a cov-
ered metal container.

(4) Only explosion proof lights, ap-
proved by the Underwriters’ Labora-
tories for use in Class I, Group D
atmospheres, or approved as permis-
sible by the Mine Safety and Health
Administration or the U.S. Coast
Guard, shall be used.

(5) A competent person shall inspect
all power and lighting cables to ensure
that the insulation is in excellent con-
dition, free of all cracks and worn
spots, that there are no connections
within fifty (50) feet of the operation,
that lines are not overloaded, and that
they are suspended with sufficient
slack to prevent undue stress or chaf-
ing.

(6) Suitable fire extinguishing equip-
ment shall be immediately available in
the work area and shall be maintained
in a state of readiness for instant use.
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